PPMS-4000 Jungle System

FF Proformance Plus Specifications

2011 Proformance Plus General product specifications.

PPMS-4000 Jungle
System Exclusive

Features:

Made in USA.

Four independent

weight stacks.

Modular design allows
custom station

configuration.

Compact size uses
less floor space than
traditional Jungle

Systems.

Full length protective
steel weight shrouds

standard.

200 Ib weight stacks

standard.
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o 2”x4” Il gauge, welded oval
steel main frame offers modern styling
& improved stability.

« Solid aluminum pulleys with
internally encased roller bearings on all
pulley positions.

e Modular design allows custom
station selection and positioning for
enhanced variety.

o All machines include rubber
stabilizer feet pre-drilled for floor
mounting.

e |/4” thick Aluminum diamond
plate foot braces, are rust resistant
and easy cleaning, for durability.

High density Commercial EMR Urethane foam padding bonded to I”” thick premium
plywood backing supported with grade 8 zinc plated locking hardware and polished aluminum

end caps.

Commercial Naugahyde upholstery treated to resist bacteria, scuffing, and scratches.

High strength, low stretch Military Spec 3/16” steel cable, nylon coated to 1/4” diameter with
4200Ib tensile strength standard on all Jungle systems.

Full length dual sided steel weight stack safety shields and exercise guides on each station.

All jungle systems feature expandable design which allows four stack systems to be expanded
to six or nine stations with the addition of cable crossover option.

Precision steel weight stack and lanyard secured magnetic weight pin standard on all Jungle

Systems.

Full Commercial Warranty

10 Years: Frame, welds, cams and weight plates.

5 Years: Pivot bearings, pulleys, bushings, gas shocks & guide rods.

| Year: Belts, Linear bearings, pull pin components, and all other
parts not mentioned.

6 Months: Upholstery, cables, finish, and rubber grips.




